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INTERACTION USING CONTENT

RELATED APPLICATIONS

The present application is a continuation of and claims
priority to and the benefit of the U.S. application Ser. No.
13/271,938, entitled “INTERACTION USING CONTENT,”
with filing date Oct. 12, 2011; which claims the benefit of
U.S. Provisional Patent Application No. 61/392,375, filed
Oct. 12, 2010, entitled “CALL TO BROWSE;” all of which
are herein incorporated by reference in their entirety.

The present application is related to U.S. patent application
Ser. No. 13/271,960, filed Oct. 12, 2011, entitled “INTER-
ACTION USING CONTENT,” naming Ashutosh Roy, Pro-
mod Narang and Sam Hahn as inventors, assigned to the
assignee of the present invention. That application is incor-
porated herein by reference in its entirety and for all purposes.

BACKGROUND OF THE INVENTION

Phone calls continue to be a commonly used and conve-
nient method of contacting a business or person. Although
email and chat messaging are gaining popularity, phone calls
remain a valuable tool for consumer-to-business (C2B) inter-
action. Similarly, phone calls remain the dominant form of
communication between individuals or consumers.

Businesses often use conventional interactive voice
response (IVR) systems to interact with consumers. A phone
keypad or voice input to the phone may be used by the caller
to interact with a conventional IVR system, where speech
recognition software is typically used to read and/or digitize
the voice inputs. Conventional IVR systems typically provide
an automated response to the inputs such as presenting a
recorded message or placing the caller on hold. Additionally,
conventional IVR systems may transfer the caller to a human
agent at some point during the call to provide further assis-
tance to the caller.

Although conventional IVR systems allow automated
interaction with callers, the content available for this interac-
tion is limited. For example, verbal recordings used by con-
ventional IVR systems may be confusing or frustrating to
some callers when providing instructions for navigating a
webpage or performing some other task. As another example,
conventional IVR systems typically utilize verbal recordings
in a limited number of languages, and thus, callers who speak
other languages may be unable to interact with conventional
IVR systems.

SUMMARY OF THE INVENTION

Accordingly, a need exists to allow people and/or busi-
nesses to interact using more and/or different types of con-
tent. Additionally, a need exists for automated interactions
between people and/or businesses using more and/or different
types of content. Embodiments of the present invention pro-
vide novel solutions to these needs and others as described
below.

Embodiments of the present invention are directed to a
method, computer-readable medium and system for interact-
ing using content. More specifically, a web response may be
executed on a first computer system and/or another computer
system associated with the first computer system responsive
to the initiation of a call over a voice channel between the first
computer system and a second computer system. The web
response may include automatically downloading content
over a data channel so that it can be automatically presented
at the first computer system and/or another computer system
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associated with the first computer system. The content may
include video, audio, information from a social networking
website, a blog, other content, some combination thereof, etc.
In this manner, more and/or different types of content can be
used to communicate with callers by causing content to be
presented (e.g., on the first computer system and/or another
computer system associated with the first computer system)
in conjunction with communication over a voice channel. The
voice and data channels may be implemented using a com-
mon communication path (e.g., a path capable of communi-
cating voice data and content or other types of data) or sepa-
rate paths.

In one embodiment, a method of interacting using content
includes accessing a request from a second computer system
at a third computer system responsive to a phone session
between a first computer system and the second computer
system over a first channel. The request may be associated
with a web response, and wherein the web response includes
a download of the content to the first computer system and
further includes a display of the content on a display device of
the first computer system. The method also includes deter-
mining at least one attribute associated with the web
response. The method further includes communicating a
request to the first computer system to initiate execution of the
web response in accordance with the at least one attribute,
wherein the execution of the web response includes down-
loading the content to the first computer system using a sec-
ond channel and displaying the content on the display device
of' the first computer system.

In another embodiment, a computer-readable medium may
have computer-readable program code embodied therein for
causing a computer system to perform a method of interacting
using content as described above. And in yet another embodi-
ment, a system may include a processor and a memory,
wherein the memory includes instructions that when
executed by the system implement a method of interacting
using content as described above.

BRIEF DESCRIPTION OF THE DRAWINGS

The present invention is illustrated by way of example, and
not by way of limitation, in the figures of the accompanying
drawings and in which like reference numerals refer to similar
elements.

FIG. 1 shows an exemplary system for interacting using
content in accordance with one embodiment of the present
invention.

FIG. 2 shows an exemplary data structure including at least
one attribute in accordance with one embodiment of the
present invention.

FIG. 3A shows a first portion of a flowchart of an exem-
plary computer-implemented process for interacting using
content in accordance with one embodiment of the present
invention.

FIG. 3B shows a second portion of a flowchart of an exem-
plary computer-implemented process for interacting using
content in accordance with one embodiment of the present
invention.

FIG. 3C shows a third portion of a flowchart of an exem-
plary computer-implemented process for interacting using
content in accordance with one embodiment of the present
invention.

FIG. 4 shows an exemplary system with a management
component located at or running on a computer system in
accordance with one embodiment of the present invention.

FIG. 5A shows a first portion of a flowchart of an exem-
plary computer-implemented process for interacting using a
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management component located at or running on a computer
system in accordance with one embodiment of the present
invention.

FIG. 5B shows a second portion of a flowchart of an exem-
plary computer-implemented process for interacting using a
management component located at or running on a computer
system in accordance with one embodiment of the present
invention.

FIG. 5C shows a third portion of a flowchart of an exem-
plary computer-implemented process for interacting using a
management component located at or running on a computer
system in accordance with one embodiment of the present
invention.

FIG. 6 shows an exemplary computer system platform
upon which embodiments of the present invention may be
implemented.

DETAILED DESCRIPTION OF THE INVENTION

Reference will now be made in detail to embodiments of
the present invention, examples of which are illustrated in the
accompanying drawings. While the present invention will be
discussed in conjunction with the following embodiments, it
will be understood that they are not intended to limit the
present invention to these embodiments alone. On the con-
trary, the present invention is intended to cover alternatives,
modifications, and equivalents which may be included with
the spirit and scope of the present invention as defined by the
appended claims. Furthermore, in the following detailed
description of the present invention, numerous specific
details are set forth in order to provide a thorough understand-
ing of the present invention. However, embodiments of the
present invention may be practiced without these specific
details. In other instances, well-known methods, procedures,
components, and circuits have not been described in detail so
as not to unnecessarily obscure aspects of the present inven-
tion.

Notation and Nomenclature

Some regions of the detailed descriptions which follow are
presented in terms of procedures, logic blocks, processing
and other symbolic representations of operations on data bits
within a computer memory. These descriptions and represen-
tations are the means used by those skilled in the data pro-
cessing arts to most effectively convey the substance of their
work to others skilled in the art. In the present application, a
procedure, logic block, process, or the like, is conceived to be
a self-consistent sequence of steps or instructions leading to a
desired result. The steps are those requiring physical manipu-
lations of physical quantities. Usually, although not necessar-
ily, these quantities take the form of electrical or magnetic
signals capable of being stored, transferred, combined, com-
pared, and otherwise manipulated in a computer system.

It should be borne in mind, however, that all of these and
similar terms are to be associated with the appropriate physi-
cal quantities and are merely convenient labels applied to
these quantities. Unless specifically stated otherwise as
apparent from the following discussions, it is appreciated that
throughout the present invention, discussions utilizing the
terms such as “aborting,” “accepting,” “accessing,” “adding,”
“adjusting,” “analyzing,” “applying,” “assembling,” “assign-
ing,” “balancing,” “blocking,” “calculating,” “capturing,”
“combining,” “comparing,” “collecting,” “communicating,”
“creating,” “‘debugging,” “defining,” “delivering,” “depict-
ing,” “detecting,” “determining,” “displaying,” “establish-
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ing,” “executing,” “flipping,” “generating,” “grouping,” “hid-
ing,” “identifying,” “initiating,” “interacting,” “managing,”
“manipulating,” “modifying,” “monitoring,” “moving,” “out-
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placing,

providing,”

2 <

2 < 2 <

performing,

29 <

2 < 2 <

process-
removing,”
searching,” “show-
” “subtracting,” “sus-
pending,” “tracking,” “transcoding,” “transferring,” “trans-
forming,” “unblocking,” “updating,” “using,” or the like, refer
to the action and processes of a computer system, or similar
electronic computing device, that manipulates and trans-
forms data represented as physical (electronic) quantities
within the computer system’s registers and memories into
other data similarly represented as physical quantities within
the computer system memories or registers or other such
information storage, transmission or display devices.
Embodiments of the Invention

FIG. 1 shows exemplary system 100 for interacting using
content in accordance with one embodiment of the present
invention. As shown in FIG. 1, a web response or web expe-
rience may be triggered (e.g., on first computer system 110
and/or computer system 180) responsive to the initiation of a
call over a voice channel (e.g., 130) between the first com-
puter system (e.g., 110) and a second computer system (e.g.,
120). The web response may include automatically down-
loading content (e.g., 145) over a data channel (e.g., 115, 185,
etc.) from web server 140 so that it can be automatically
presented (e.g., displayed using a display device, audibly
rendered or played using a speaker, etc.) at the first computer
system (e.g., 110) and/or another computer system (e.g.,
180). In one embodiment, initiation of a web response may
also cause a web browser to be automatically launched to
display the downloaded content. The content (e.g., 145) may
include an image, video, audio, information from a social
networking website (e.g., Facebook, Linkedin, Twitter, etc.),
information from a blog, advertising, other content, some
combination thereof, etc. In this manner, the amount and/or
type of data used to communicate with callers (e.g., a user of
first computer system 110 and/or a user of computer system
180) can be increased by causing content to be presented on
the first computer system (e.g., 110) and/or another computer
system (e.g., 180) in conjunction with communication over a
voice channel (e.g., 130).

In one embodiment, one or more of the computer systems
(e.g., 110,120, 180, etc.) may be a mobile phone or other type
of computer system capable of communicating over a voice
channel (e.g., 130) and a data channel (e.g., 115, 125, 185,
etc.). Voice channel 130 may include a cellular network, a
public switching telephone network (PSTN), a landline net-
work, at least one device or component capable of commu-
nicating speech or spoken sounds between a plurality of sys-
tems (e.g., computer system 110, computer system 120,
computer system 180, another computer system, etc.), some
combination thereof, etc. A data channel (e.g., 115, 125, 185,
etc.) may include the Internet, at least one wired link, at least
one wireless link, a portion of a cellular network capable of
communicating content (e.g., web content, etc.) or other data,
at least one device or component capable of communicating
data between a plurality of systems (e.g., computer system
110, computer system 120, computer system 180, another
computer system, etc.), some combination thereof, etc. In one
embodiment, one or more of the computer systems (e.g., 110,
120, 180, etc.) may be implemented in accordance with com-
puter system 600 of FIG. 6.

In one embodiment, at least one data channel (e.g., 115,
125, 185, etc.) and at least one voice channel (e.g., 130) may
be implemented using a common communication path (e.g., a
path capable of communicating voice signals and content or
other types of data). Alternatively, at least one data channel
(e.g., 115,125, 185, etc.) and at least one voice channel (e.g.,

putting,
ing,” “programming,
“repeating,” “resuming,
ing,” “simulating,” “sorting,

presenting,
querying,”
sampling,”
> “storing,
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130) may be implemented using separate communication
paths (e.g., a first path capable of communicating only voice
signals and a second path capable of communicating only
content or other types of data, a first path capable of commu-
nicating only voice signals and a second path capable of
communicating voice signals and content or other data, a first
path capable of communicating voice signals and content or
other data and a second path capable of communicating only
content or other types of data, etc.).

As shown in FIG. 1, management component 165 of com-
puter system 160 may allow initiation or control of the web
response by a system (e.g., computer system 120, computer
system 160, etc.) other than the system (e.g., computer system
110 and/or computer system 180) at which the web response
is to be executed. For example, responsive to the communi-
cation of a web response request from computer system 120
to computer system 160, component 165 may determine at
least one attribute associated with the web response (e.g.,
what content to download and/or present, when to download
and/or present the content, how to download and/or present
the content, at least one computer system used to download
and/or present the content, etc.) and communicate a request to
at least one computer system (e.g., 110, 180, etc.) to cause the
web response to be executed at the at least one computer
system (e.g., using execution component 112, execution com-
ponent 182, some combination thereof, etc.) based on the at
least one attribute. In one embodiment, the computer systems
(e.g., 110, 120, 160, 180, etc.) may be located remotely from
one another. As such, the presentation of content (e.g., 145) at
one or more computer systems (e.g., 110, 180, etc.) can be
initiated and/or controlled using at least one other system
(e.g., 120, 160, etc.) responsive to a phone call over a voice
channel (e.g., 130) between the first system (e.g., 110) and at
least one other system (e.g., 120).

In one embodiment, the amount and/or type of content used
to interact with a user may be increased by allowing content
to be presented at more than one computer system or by
allowing content to be presented at a different computer sys-
tem (e.g., 180) than is used to conduct the phone call (e.g.,
computer system 110). For example, a user may continue to
conduct the phone call over voice channel 130 (e.g., using
computer system 110) while contemporaneously interacting
with content presented at computer system 180, thereby
allowing the user to interact with content communicated over
voice channel 130 and data channel 185.

The web response may be configured based on one or more
respective characteristics of the computer systems (e.g., 110,
180, etc.) and/or the content in one embodiment. For
example, a web response may be configured so that a com-
puter system (e.g., 110) with a smaller display screen is used
to present content received over voice channel 130 (e.g.,
audio content rendered using a speaker), whereas another
computer system (e.g., 180) with a larger display screen is
used to present content (e.g., images, video content, etc.)
received over a data channel (e.g., 115, 185, etc.). In this
example, the first computer system (e.g., 110) may be better
suited for use as a phone (e.g., due to lighter weight, better
audio reproduction, phone capability, etc.), whereas the other
computer systems (e.g., 180) may be better suited to for
presentation of images or video content (e.g., due to a faster
processor, more memory, better display screen, larger display
screen, etc.). The web response may be configured by setting
and accessing one or more attributes stored in attribute data-
base 170, where the attributes may be set automatically, by a
user, some combination thereof, etc.

In one embodiment, one or more computer systems (e.g.,
180) other than the first computer system (e.g., 110) may be
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6

automatically determined and/or selected to participate in the
web response responsive to a determination that the one or
more computer systems (e.g., 180) are in physical proximity
to the first computer system (e.g., 110). For example, if a user
of computer system 110 places computer system 180 in prox-
imity to computer system 110, a web response may be imple-
mented using one or both computer systems (e.g., 110 and/or
180) responsive to a determination that the computer systems
are in proximity to one another. In this manner, a web
response may be automatically configured based on a prox-
imity of one or more computer systems (e.g., 110, 180, etc.).

Web browsing monitoring component 150 may monitor
web browsing activity performed using the first computer
system (e.g., 110) and/or another computer system (e.g.,
180). In one embodiment, data associated with the web
browsing activity may be monitored or accessed from web
server 140 by component 150. The data may be accessed by
component 165 and communicated to the second computer
system (e.g., 120) in one embodiment, thereby advanta-
geously providing information to the second computer sys-
tem (e.g., 120) about web browsing activity of at least one
computer system (e.g., 110, 180, etc.) that took place during
or is otherwise associated with the web response.

The content (e.g., 145) presented at the at least one com-
puter system (e.g., 110, 180, etc.) may be associated with the
content or other information (e.g., inquiries, speech, recorded
messages, etc.) contemporaneously passed over voice chan-
nel 130 (e.g., between computer systems 110 and 120). For
example, when implementing an interactive voice response
(IVR), computer system 120 may provide automated
responses (e.g., presenting at least one recorded message) to
and/or accept responses (e.g., keypad input using at least one
key or button of computer system 110, a voice input to com-
puter system 110, etc.) from computer system 110 over voice
channel 130 (e.g., responsive to a phone call from computer
system 110 to the computer system 120, responsive to a phone
call from computer system 120 to the computer system 110,
etc.). At some point during the phone call or session (e.g.,
while the user of computer system 110 is on hold waiting for
an agent associated with computer system 120, at another
time, etc.), a web response may be initiated (e.g., by computer
system 120, computer system 160, etc.) and executed at com-
puter system 110 and/or at least one other computer system
(e.g., 180). For example, a request (e.g., generated by com-
puter system 120, computer system 160, etc.) may be com-
municated to at least one computer system (e.g., 110, 180,
etc.) from computer system 160 to cause the at least one
computer system (e.g., using execution component 112,
execution component 182, some combination thereof, etc.) to
execute a web response (e.g., involving the downloading of
content 145 from web server 140 and the presenting of con-
tent 145 on computer system 110, and/or computer system
180). In this manner, more information may be provided to a
user of at least one computer system (e.g., in addition to
information or content communicated over voice channel
130) by downloading content 145 over a data channel (e.g.,
115, 185, etc.) from web server 140.

Data associated with web browsing activity of the at least
one computer system (e.g., 110, 180, etc.) may be accessed
(e.g., using component 150) and provided to computer system
120 (e.g., over data channel 125). Thus, when the first com-
puter system (e.g., 110) is transferred or connected to an agent
(e.g., ahuman user of computer system 120 or another system
coupled therewith), the agent may use the data associated
with the web browsing activity to further or better assist the
user (e.g., of computer system 110, computer system 180,
some combination thereof, etc.). For example, by having
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information about the content accessed by the at least one
computer system (e.g., 110, 180, etc.) as part of the web
response, the agent may be able to recommend other content
or information to the user to address the questions or needs of
the user. As another example, the agent may review the con-
tent previously accessed by the at least one computer system
(or the user thereof) to point out possible misunderstandings
related to the content or to direct the user to other content.

A co-browsing session may be established between com-
puter system 120 and at least one other computer system (e.g.,
110, 180, etc.) to allow the user of computer system 120 (e.g.,
the agent) and the at least one user of the at least one other
computer system (e.g., 110, 180, etc.) to co-browse the con-
tent (e.g., 145) in one embodiment. The co-browsing session
may be implemented in accordance with U.S. patent applica-
tion Ser. No. 12/210,463, which is incorporated herein by
reference in its entirety and for all purposes, in one embodi-
ment. In this manner, the users of the computer systems (e.g.,
110, 120, 180, etc.) may contemporaneously browse and/or
interact with the same content, thereby allowing additional
assistance and/or content to be provided to the caller (e.g., the
user of computer system 110 and/or 180).

In one embodiment, the user of the at least one computer
system (e.g., 110, 180, etc.) may disconnect or end the phone
call before being transferred to an agent (e.g., a user of com-
puter system 120). For example, content 145 provided as part
of the web response may provide sufficient information to
address the needs or questions of the user. As such, the user
may not need to talk with the agent, and therefore, the user
may choose to end the phone call or session before reaching
the agent.

As shown in FIG. 1, one or more components of system
100 may be owned by or otherwise associated with the same
entity, business, enterprise, etc. In one embodiment, com-
puter system 110, component 112, computer system 180,
component 182, computer system 120, computer system 160,
component 165, web server 140, content 145, web browsing
monitoring component 150, or some combination thereof
may be owned or otherwise associated with the same entity.
And in one embodiment, computer system 120 may be asso-
ciated with a call center of the entity, business, enterprise, etc.

As an example, where computer system 160 and web
server 140 are both associated with a bank, a web response
may be initiated and executed on a customer’s computer
system (e.g., 110, 180, etc.) responsive to a phone call or
session between the customer (e.g., a user of computer system
110 and/or 180) and the bank (e.g., a call center or other user
of computer system 120) over voice channel 130. In this
example, content 145 may include online banking informa-
tion or other sensitive information. Since the various compo-
nents of system 100 are owned by or otherwise associated
with the same entity, sensitive information may be advanta-
geously communicated between trusted applications or mod-
ules running on separate computer systems (e.g., computer
system 110, computer system 180, computer system 160, web
server 140, some combination thereof, etc.). In one embodi-
ment, the sensitive information may include content 145, data
associated with web browsing activity of the web response,
etc. Thus, embodiments of the present invention can allow a
business to better interact with customers using more and/or
different types of content (e.g., communicated over data
channel 115, data channel 185, voice channel 130, some
combination thereof, etc.).

Authentication may be performed by components of sys-
tem 100 before transferring sensitive information. In one
embodiment, authentication may be performed using at least
one token or key provided by management component 165.
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For example, component 165 may provide the at least one
computer system (e.g., 110, 180, etc.) and web server 140
respective keys to enable authentication between the at least
one computer system and web server 140 before downloading
content 145 to the at least one computer system. In this
manner, the security of sensitive information may be
increased.

In one embodiment, computer system 160 and/or manage-
ment component 165 may be owned by or otherwise associ-
ated with a third party or separate entity from that associated
with another component of system 100 (e.g., computer sys-
tem 110, component 112, computer system 120, web server
140, content 145, web browsing monitoring component 150,
computer system 180, some combination thereof, etc.). For
example, computer system 160 and/or management compo-
nent 165 may be owned by or otherwise associated with a
cellular network or provider, whereas at least one other com-
ponent of system 100 may be owned by or otherwise associ-
ated with another entity (e.g., a business, enterprise, etc.). In
this case, the web response functionality implemented using
embodiments of the present invention may be subscribed to or
purchased through the third party (e.g., as an add-on to exist-
ing cellular phone service or another type of service), thereby
providing advantages for consumers as well as businesses
(e.g., by allowing consumers to more conveniently gain
access to more and/or different types of content).

Execution component 112 may be an application stored or
running on computer system 110 in one embodiment. And in
one embodiment, execution component 112 may be a plug-in
or module of an application stored or running on computer
system 110.

Execution component 182 may be an application stored or
running on computer system 180 in one embodiment. And in
one embodiment, execution component 182 may be a plug-in
or module of an application stored or running on computer
system 180.

In one embodiment, a sound or other indication may be
presented using the at least one computer system (e.g., 110,
180, etc.) to indicate to the user that the user should begin
interacting with content 145 presented using the at least one
computer system. For example, where computer system 110
is positioned near the user’s ear (e.g., as one would hold a
telephone) when communicating with computer system 120
over voice channel 130, the sound or indication may alert the
user to change the position of computer system 110 so that a
display screen of computer system 110 can be viewed by the
user. In one embodiment, the sound or indication may be
presented prior to or contemporaneously with the initiation of
the web response. In this manner, a user that was previously
using computer system 110 as a phone may begin viewing
and/or interacting with content 145 using computer system
110 during the web response.

In one embodiment, component 165 may be used to
remotely initiate the launching of an application on computer
system 110 and/or computer system 180. For example,
responsive to determining (e.g., using component 165) at
least one application to be launched on computer system 110
and/or computer system 180, a request may be communicated
(e.g., from component 165) to at least one computer system
(e.g., 110,180, etc.) to cause the at least one computer system
to begin running the at least one application thereon. In one
embodiment, launching of the at least one application may be
controlled or otherwise implemented by a component (e.g.,
112, 182, etc.) running on or otherwise accessible to the at
least one computer system in one embodiment. The request
may be generated and/or communicated (e.g., from compo-
nent 165) responsive to the initiation of a phone call over a
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voice channel (e.g., 130) between the first computer system
(e.g., 110) and a second computer system (e.g., 120) in one
embodiment. The application may be launched on computer
system 110 and/or at least one other computer system (e.g.,
180) concurrently with the execution of a phone call (e.g.,
between computer system 110 and computer system 120)
over voice channel 130 in one embodiment.

Accordingly, allowing remote initiation of an application
may provide one or more advantages. For example, where a
consumer calls a bank or other enterprise, the enterprise (e.g.,
component 165 associated with the business) may cause an
application (e.g., a mobile banking application or agent) to be
automatically launched on the computer system (e.g., 110,
180, etc.) to provide easier access for the consumer to infor-
mation about the consumer’s bank account or the like. As
another example, remotely launching an application may be
used in combination with remotely initiating a web response
to provide additional avenues for interacting with users and/
or increase the amount of content available for interacting
with users.

The application launched on the at least one computer
system (e.g., 110, 180, etc.) may be used to access informa-
tion (e.g., accessed locally from the computer system, down-
loaded over the Internet, accessed from a remote system or
device, etc.) and/or present the information using the at least
one computer system. In one embodiment, the application
may act as an agent or assistant, provide some other function-
ality, some combination thereof, etc.

Launching of at least one application on one or more com-
puter systems may be configured based on one or more
respective characteristics of the computer systems (e.g., 110,
180, etc.) and/or the at least one application in one embodi-
ment. For example, a more resource-intensive application
may be launched on a computer system with larger resources
(e.g., processing resources, memory resources, etc.), whereas
less resource-intensive applications may be launched on a
computer system with smaller resources (e.g., processing
resources, memory resources, etc.). The launching of the at
least one application may be configured by setting and
accessing one or more attributes stored in attribute database
170, where the attributes may be set automatically, by a user,
some combination thereof, etc.

In one embodiment, one or more computer systems (e.g.,
180) other than the first computer system (e.g., 110) may be
automatically determined and/or selected to launch an appli-
cation responsive to a determination that the one or more
computer systems (e.g., 180) are in physical proximity to the
first computer system (e.g., 110). For example, if a user of
computer system 110 places computer system 180 in prox-
imity to computer system 110, at least one application may be
launched using one or both computer systems (e.g., 110 and/
or 180) responsive to a determination that the computer sys-
tems are in proximity to one another. In this manner, launch-
ing of an application may be automatically configured based
on a proximity of one or more computer systems (e.g., 110,
180, etc.).

In one embodiment, initiation of a web response and/or
launching of an application on one or more computer systems
(e.g., 110, 180, etc.) may be performed based on at least on
attribute. The at least one attribute may be accessed from
mapping or attribute database 170 using a phone number or
other identifier of a computer system (e.g., 110, 120, 180,
etc.). For example, responsive to initiation of a phone call
between the computer systems 110 and 120 over voice chan-
nel 130, attribute database 170 may be accessed (e.g., by
component 165, by computer system 120, etc.) based on a
phone number or identifier of at least one computer system
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(e.g., 110, 180, etc.) to determine at least one attribute for
initiating a web response at the at least one computer system
(e.g., 110,180, etc.) and/or launching at least one application
at the at least one computer system (e.g., 110, 180, etc.). In
this manner, embodiments of the present invention allow
automated responses (e.g., web responses, launching of
applications, etc.) involving more and/or different types of
content to be customized or personalized for each device or
group of devices (e.g., based on an identification of computer
system 110, based on an identification of computer system
180, based on a user account, etc.).

At least one attribute associated with a web response may
include what content to download and/or present as part of the
web response, when to download and/or present the content,
how to download and/or present the content, at least one
computer system used to download and/or present the con-
tent, any or all information required to successfully initiate
the web response, some combination thereof, etc. At least one
attribute associated with launching of an application may
include what application or applications to launch, when to
launch the at least one application, at least one computer
system used to launch the application or applications, any or
all information required to successfully initiate the launching
of the application, some combination thereof, etc.

FIG. 2 shows exemplary data structure 200 including at
least one attribute in accordance with one embodiment of the
present invention. In one embodiment, data structure 200 may
map or otherwise provide a relationship between a computer
system (e.g., identified by a phone number or other identifier)
and at least one attribute (e.g., associated with content to be
presented, associated with at least one application to be
launched, some combination thereof, etc.). And in one
embodiment, data structure 200 may be stored in attribute
database 170.

As shown in FIG. 2, column 210 may include identifiers
(e.g., phone numbers, media access control (MAC)
addresses, etc.) associated with computer systems. Column
220 may include content associated with one or more of the
computer systems identified in column 210. Column 230 may
include atleast one application associated with one or more of
the computer systems identified in column 210. Column 240
may include at least one computer system used to present
content listed in column 220 (e.g., as part of a web response
performed responsive to identifying a computer system in
column 210) and/or used to launch an application listed in
column 230 (e.g., responsive to identifying a computer sys-
tem in column 210). In this manner, one or more attributes
(e.g., content, at least one application, at least one computer
system, etc.) may be returned responsive to an indexing of
data structure 200 using an identifier of a computer system
(e.g., listed in column 210), where the information returned
may be used to implement a web response, launch an appli-
cation, otherwise initiate a web-based user experience, some
combination thereof, etc.

Taking row 250 of data structure 200 as an example, where
a phone call over voice channel 130 involves a computer
system (e.g., 110) associated with phone number “(408) 111-
1111,” a web response may be implemented on at least one
computer system (e.g., listed in column 240) based on at least
one attribute in column 220. The web response may involve
the display (e.g., using a web browser of the at least one
computer system) of a banking website, rendering of a
recorded audio message, and presentation of advertising con-
tent (e.g., an image, video, audio, webpage, etc.). A banking
application may be launched on the at least one computer
system (e.g., sequentially and/or contemporaneously with the
initiation of the web response) based on the attributes in
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column 230. In this manner, a user of the computer system
(e.g., 110, 180, etc.) may easily and conveniently access
banking information or other content on the computer system
by calling or receiving a phone call from the bank. Addition-
ally, the web response and/or launching of the application
may allow the bank to interact with the user using more and/or
different types of content.

As another example, where a phone call over voice channel
130 involves a computer system (e.g., 110) associated with
phone number “(408) 222-2222” and/or phone number
“(650)333-3333” (e.g., as shown in row 260), a web response
may be implemented on at least one computer system (e.g.,
listed in column 240) based on at least one attribute in column
220. The web response may involve the display (e.g., using a
web browser of the at least one computer system) of a per-
sonal social networking website (e.g., Facebook, Twitter,
etc.). A contacts application may be launched on the at least
one computer system (e.g., sequentially and/or contempora-
neously with the initiation of the web response) based on the
attributes in column 230. In this manner, a user of the at least
one computer system (e.g., 110, 180, etc.) may easily and
conveniently access personal information (e.g., about the user
of computer system 120 from a social networking website
and/or from a contacts application launched on the computer
system 110) by calling or receiving a phone call from another
computer system (e.g., 120).

Row 260 of data structure 200 is one example of at least one
attribute associated with a group or plurality of computer
systems. As such, in one embodiment, a similar web response
and/or launching of at least one application may occur on the
plurality of devices responsive to a phone call including one
or more of the plurality of devices.

Taking row 270 of data structure 200 as yet another
example, where a phone call over voice channel 130 involves
a computer system (e.g., 110) associated with phone number
“(510) 444-4444 a web response may be implemented on at
least one computer system (e.g., listed in column 240) based
on at least one attribute in column 220. The web response may
involve the display (e.g., using a web browser of the at least
one computer system) of a product webpage and a business
social networking website (e.g., Linkedin, etc.). A business
email application and a calendar application may be launched
on the at least one computer system (e.g., sequentially and/or
contemporaneously with the initiation of the web response)
based on the attributes in column 230. In this manner, a user
of'the at least one computer system (e.g., 110, 180, etc.) may
easily and conveniently access business-related information
(e.g., about a product, about a business associate or client that
may be calling or being called, from an email displayed using
a business email application, from an entry in a calendar
application, etc.) by calling or receiving a phone call from
another computer system (e.g., 120).

Although FIG. 2 depicts data structure 200 with a certain
number of elements (e.g., rows, columns, types of data, etc.),
it should be appreciated that data structure 200 may include a
different number of elements in other embodiments. Addi-
tionally, although FIG. 2 depicts data structure 200 with a
certain arrangement of elements (e.g., rows, columns, types
of data, etc.), it should be appreciated that data structure 200
may include a different arrangement of elements in other
embodiments.

Although FIG. 1 shows system 100 with a certain number
of components, it should be appreciated that system 100 may
have a different number of components in other embodi-
ments. For example, a plurality of components may be com-
bined, a component may be split into multiple sub-compo-
nents, etc. Additionally, although FIG. 1 shows system 100
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with a certain arrangement of components, it should be appre-
ciated that system 100 may have a different arrangement of
components in other embodiments.

FIGS. 3A, 3B and 3C shows a flowchart of exemplary
computer-implemented process 300 for interacting using
content in accordance with one embodiment of the present
invention. As shown in FIG. 3 A, step 305 involves beginning
aphone call or session between a first computer system (e.g.,
110) and a second computer system (e.g., 120) over a voice
channel (e.g., 130). The phone call or session may be initiated
by the first computer system (e.g., 110), the second computer
system (e.g., 120), or another component (e.g., management
component 165, an automatic dialer, etc.).

Step 310 involves determining whether at least one com-
puter system (e.g., 110, 180, etc.) is capable of executing a
web response. In one embodiment, at least one computer
system may be determined to be capable of executing a web
response if it includes or can otherwise utilize a component
capable of allowing execution of a web response (e.g., execu-
tion component 112, execution component 182, etc.), where
the component may be an application, a plug-in or module of
an application, etc. If it is determined in step 310 that the at
least one computer system is unable to execute a web
response, then the phone call may be conducted in step 315
without performing a web response and then process 300 may
terminate. Alternatively, if it is determined in step 310 that the
at least one computer system is capable of executing a web
response, then step 320 may be performed.

As shown in FIG. 3A, step 320 involves communicating a
web response request from the second computer system (e.g.,
120) to a third computer system (e.g., 160). The web response
request may be accessed at the third computer system in step
325. In one embodiment, the request associated with the web
response may be accessed by management component 165
(e.g., stored or running on computer system 160) in step 325.

Step 330 involves determining at least one attribute asso-
ciated with the web response (e.g., associated with the web
response request communicated in step 320 and/or accessed
in step 325). In one embodiment, the at least one attribute may
be determined by indexing a mapping or attribute database
(e.g., 170) using an identifier of at least one computer system
(e.g., 110,180, etc.). And in one embodiment, the at least one
attribute may be associated with or used to initiate a web
response to be executed at the at least one computer system
(e.g., what content to download and/or present, when to
download and/or present the content, how to download and/or
present the content, at least one computer system used to
download and/or present the content, etc.), where the web
response may be used to create a web experience. And in one
embodiment, step 330 may be performed by a management
component (e.g., 165 of computer system 160).

As shown in FIG. 3B, step 335 involves communicating a
request to the at least one computer system (e.g., 110, 180,
etc.) to initiate execution of the web response. In one embodi-
ment, step 335 may be performed by a management compo-
nent (e.g., 165 of computer system 160).

Step 340 involves initiating execution of the web response
at the at least one computer system (e.g., 110, 180, etc.) based
on the at least one attribute (e.g., determined in step 330). The
web response may include one or more operations of steps
345, 350, 355, or some combination thereof. In one embodi-
ment, step 340 may be controlled or implemented by an
execution component (e.g., 112 of computer system 110, 182
of computer system 180, etc.). And in one embodiment, the
web response may be executed contemporaneously with the
phone session (e.g., initiated in step 305).
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As shown in FIG. 3B, step 345 involves performing an
authentication with the web server (e.g., 140). The authenti-
cation performed in step 345 may be between the first com-
puter system (e.g., 110) and the web server, between at least
one other computer system (e.g., 180) and the web server, etc.
The authentication may be performed using at least one token
provided by a management component (e.g., 165 of computer
system 160) to the at least one computer system (e.g., 110,
180, etc.) in one embodiment. And in one embodiment, the
authentication may be performed using at least one token
provided by a management component (e.g., 165 of computer
system 160) to web server 140.

In one embodiment, authentication between the at least one
computer system (e.g., 110, 180, etc.) and the web server
(e.g., 140) may increase security of the data transferred
between the at least one computer system and the web server.
And in one embodiment, authentication between the at least
one computer system (e.g., 110, 180, etc.) and the web server
(e.g., 140) may reduce unauthorized access to content (e.g.,
145) downloaded from the web server (e.g., 140).

Step 350 involves automatically downloading content
from the web server (e.g., 140) to the at least one computer
system (e.g., 110, 180, etc.) using a data channel (e.g., 115,
185, etc.). The content may be downloaded in step 350 in
accordance with the at least one attribute (e.g., associated
with what content to download, when to download the con-
tent, how to download the content, what computer system or
systems used to download the content, etc.). And in one
embodiment, the data channel (e.g., 115, 185, etc.) used to
download the content in step 350 may be established or acti-
vated contemporaneously with a voice channel (e.g., 130)
used to conduct the phone call or session in step 305. In this
manner, the at least one computer system (e.g., 110, 180, etc.)
may contemporaneously communicate over a plurality of
communication channels (e.g., data channel 115, data chan-
nel 185, voice channel 130, etc.) with at least one other system
(e.g., computer system 120, web server 140, computer system
160, etc.), where the plurality of communication channels
include at least two types of communication channels (e.g., a
data channel, a voice channel, etc.).

As shown in FIG. 3B, step 355 involves automatically
presenting the content (e.g., downloaded in step 350) using
the at least one computer system (e.g., 110, 180, etc.). Pre-
sentation of the content in step 355 may include displaying
the content using a display device of the at least one computer
system, audibly rendering or playing using a speaker of the at
least one computer system, some combination thereof, etc.
The content may be displayed using a web browser of the at
least one computer system (e.g., 110, 180, etc.) in one
embodiment. The content may be presented in step 355 in
accordance with the at least one attribute (e.g., associated
with what content to present, when to present the content,
how to present the content, what computer system or systems
used to present the content, etc.). In this manner, more and/or
different types of content may be used to interact with a user
of the at least one computer system (e.g., in addition to con-
tent communicated over voice channel 130 and/or in addition
to launching of at least one application on the at least one
computer system as discussed with respect to steps 380 and
385).

In one embodiment, the web response may be executed
contemporaneously with the phone session (e.g., initiated in
step 305) to provide a valuable synergy that allows more
and/or different information or content to be presented to a
user (e.g., over data channel 115, data channel 185, voice
channel 130, some combination thereof; etc.). The content of
the web response may be related to the nature of the phone
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call or session in one embodiment. In this manner, the voice
channel (e.g., 130) and at least one data channel (e.g., 115,
125, 185, etc.) may be interrelated to solve a common prob-
lem, address a common inquiry, etc. Furthermore, an appli-
cation may be launched on the at least one computer system
(e.g., 110, 185, etc.) used to implement the web response,
thereby further increasing the amount and/or variety of con-
tent used to interact with the user of the computer system. In
one embodiment, the application and/or a launching thereof
may also be related to the nature of the phone call over the
voice channel (e.g., 130) and/or related to the content of the
web response.

Step 360 involves collecting data associated with browsing
of'the content (e.g., 145) by the at least one computer system
(e.g., 110, 185, etc.). In one embodiment, step 360 may
involve collecting information about what content (e.g.,
images, video, websites, webpages, etc.) was viewed, when
the content was viewed, an order the content was viewed, etc.
Step 360 may involve collecting information about the web
browsing while the at least one computer system is on hold
(e.g., waiting for an agent or other user), while the at least one
computer system is involved in an IVR with the second com-
puter system (e.g., 120), before the at least one computer
system is transferred to or connected with an agent associated
with the second computer system, etc. In one embodiment,
step 360 may be performed by a web browsing monitoring
component (e.g., 150).

As shown in FIG. 3C, step 365 involves determining
whether the phone call has been terminated by the first com-
puter system (e.g., 110). If it is determined in step 370 that the
phone call has been terminated, then process 300 may termi-
nate. Alternatively, if it is determined in step 370 that the
phone call has not been terminated, then process 300 may
proceed to step 375.

Step 370 involves communicating the data (e.g., collected
in step 360) to the second computer system (e.g., 120). In one
embodiment, the data may be communicated in step 370 to
the second computer system (e.g., 120) through the third
computer system (e.g., 160).

Accordingly, the data may be used (e.g., by an agent or
other user of the second computer system) to provide further
assistance or content to a user of the at least one computer
system (e.g., 110, 180, etc.) in one embodiment. For example,
when the at least one computer system (e.g., 110, 180, etc.) is
transferred or connected to an agent (e.g., a human user of the
second computer system or another system coupled there-
with), the agent may use the data associated with the web
browsing activity to further or better assist the user of the at
least one computer system (e.g., 110, 180, etc.). In this man-
ner, by having information about the content accessed by the
at least one computer system (e.g., 110, 180, etc.) as part of
the web response, the agent may be able to recommend other
content or information to the user to address the questions or
needs of the user. Additionally, the agent may review the
content previously accessed by the at least one computer
system (or the user thereof) to point out possible misunder-
standings related to the content or to direct the user to other
content.

Step 375 involves initiating a co-browsing session (e.g.,
between computer system 110, computer system 120, com-
puter system 180, some combination thereof, etc.) to allow
the computer systems (e.g., 110, 120, 180, some combination
thereof, etc.) to contemporaneously browse the content (e.g.,
145). The co-browsing session may be implemented in step
375 in accordance with U.S. patent application Ser. No.
12/210,463, which is incorporated herein by reference in its
entirety and for all purposes, in one embodiment. In this
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manner, the users of the computer systems (e.g., 110, 120,
180, some combination thereof, etc.) may contemporane-
ously browse and/or interact with the same content, thereby
allowing additional assistance and/or content to be provided
to a caller (e.g., the user of computer system 110, computer
system 180, etc.).

As shown in FIG. 3C, step 380 involves determining at
least one application to be launched on the at least one com-
puter system. In one embodiment, the at least one application
may be determined based on at least one attribute (e.g., within
attribute database 170). For example, the at least one appli-
cation to be launched may be determined in step 380 by
indexing an attribute database (e.g., 170) using an identifier of
the at least one computer system (e.g., 110, 180, etc.). In one
embodiment, step 380 may be performed by a management
component (e.g., 165 of computer system 160).

Step 385 involves communicating another request to the at
least one computer system (e.g., 110, 180, etc.) to cause the at
least one computer system to launch the at least one applica-
tion. For example, an execution component (e.g., 112, 182,
etc.) of the at least one computer system may automatically
initiate execution of at least one application (e.g., determined
in step 380) on the at least one computer system responsive to
the request. In this manner, more and/or different types of
content may be used to interact with a user of the at least one
computer system (e.g., in addition to content communicated
over voice channel 130 and/or in addition to content pre-
sented as part of a web response on the at least one computer
system).

As shown in FIG. 3C, step 390 involves concluding the
phone call. Conclusion of the phone call in step 390 may be
initiated by the first computer system (e.g., 110), the second
computer system (e.g., 120), another component of system
100, some combination thereof, etc.

FIG. 4 shows exemplary system 400 with management
component 165 located at or running on computer system 110
in accordance with one embodiment of the present invention.
System 400 may operate similarly to system 100 except that
requests for web responses or launching of applications on at
least one computer system (e.g., 110, 180, etc.) may be man-
aged by management component 165 located at or running on
computer system 110. For example, requests initiated at or
originating from computer system 120 may be communicated
(e.g., over data channel 125, data channel 115, the Internet,
etc.) directly to management component 165 at computer
system 110 for initiating a web response and/or launching at
least one application at one or more computer systems (e.g.,
using execution component 112, using execution component
182, etc.). As another example, where a response is initiated
by or originates at management component 165, the response
may be communicated internally (e.g., within computer sys-
tem 110 over one or more internal paths or buses) from
management component 165 to execution component 112 to
initiate the web response and/or launch at least one applica-
tion on at least one computer system (e.g., 110, 180, etc.). In
this manner, the amount and/or type of data used to commu-
nicate with callers (e.g., a user of first computer system 110)
can be increased using a management component (e.g., 165)
located at or running on a computer system (e.g., 110) par-
ticipating in a phone call with at least one other computer
system (e.g., 120).

In one embodiment, content may be presented and/or at
least one application may be launched at a computer system
receiving a phone call. For example, where a phone call
between computer systems 110 and 120 (e.g., over voice
channel 130) is initiated by computer system 120 (e.g., a user
of computer system 120 calls a user of computer system 110),
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content may be presented and/or at least one application may
be launched at computer system 110 (e.g., using management
component 165 and/or execution component 112). As such, in
one embodiment, a user of computer system 110 may pro-
vided information about a user of computer system 120 (e.g.,
via a social networking page of the user of computer system
120, via contact application or calendar application with an
entry associated with the user of computer system 120, etc.)
and/or provided other information where computer system
120 is used to initiate or place the phone call.

Content may be presented and/or at least one application
may be launched at a computer system initiating or placing a
phone call in one embodiment. For example, where a phone
call between computer systems 110 and 120 (e.g., over voice
channel 130) is initiated by computer system 110 (e.g., a user
of computer system 110 calls a user of computer system 120),
content (e.g., accessed over data channel 115 and/or data
channel 125) may be presented and/or at least one application
may be launched at computer system 110 (e.g., using man-
agement component 165 and/or execution component 112).
As such, in one embodiment, a user of computer system 110
may be provided information about a user of computer system
120 (e.g., viaa social networking page of the user of computer
system 120, via contact application or calendar application
with an entry associated with the user of computer system
120, etc.) and/or provided other information where computer
system 110 is used to initiate or place the phone call.

As shown in FIG. 4, management component 165 may be
an application stored or running on computer system 110 in
one embodiment. In one embodiment, management compo-
nent 165 may be a plug-in or module of an application stored
or running on computer system 110. And in one embodiment,
management component 165 may be part of the same appli-
cation, plug-in, module, etc. as execution component 112
stored or running on computer system 110.

Although FIG. 4 shows system 400 with a certain number
of components, it should be appreciated that system 400 may
have a different number of components in other embodi-
ments. For example, a plurality of components may be com-
bined, a component may be split into multiple sub-compo-
nents, etc. Additionally, although FIG. 4 shows system 400
with a certain arrangement of components, it should be appre-
ciated that system 400 may have a different arrangement of
components in other embodiments.

FIGS. 5A, 5B and 5C shows a flowchart of exemplary
computer-implemented process 500 for interacting using a
management component 165 located at or running on com-
puter system 110 in accordance with one embodiment of the
present invention. As shown in FIG. 5A, step 505 involves
beginning a phone call or session between a first computer
system (e.g., 110) and a second computer system (e.g., 120)
over a voice channel (e.g., 130). The phone call or session
may be initiated by the first computer system (e.g., 110), the
second computer system (e.g., 120), or another component
(e.g., management component 165, an automatic dialer, etc.).

Step 510 involves determining whether at least one com-
puter system (e.g., 110, 180, etc.) is capable of executing a
web response. In one embodiment, at least one computer
system may be determined to be capable of executing a web
response if it includes or can otherwise utilize a component
capable of allowing execution of a web response (e.g., execu-
tion component 112, execution component 182, etc.), where
the component may be an application, a plug-in or module of
an application, etc. If it is determined in step 510 that the at
least one computer system is unable to execute a web
response, then the phone call may be conducted in step 515
without performing a web response and then process 500 may
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terminate. Alternatively, ifitis determined in step 510 that the
at least one computer system is capable of executing a web
response, then step 520 may be performed.

As shown in FIG. 5A, step 520 involves communicating a
web response request from the second computer system (e.g.,
120) to the first computer system (e.g., 110). In one embodi-
ment, step 520 may be omitted where the web response
request is generated by or otherwise originates at computer
system 110. For example, where a request associated with a
web response is initiated by or originates at management
component 165 as shown in FIG. 4, step 520 may be omitted.

The web response request may be accessed at the first
computer system in step 525. In one embodiment, the request
associated with the web response may be accessed by man-
agement component 165 (e.g., stored or running on computer
system 110) in step 525.

As shown in FIG. 5A, step 530 involves determining at
least one attribute associated with the web response (e.g.,
associated with the web response request communicated in
step 520 and/or accessed in step 525). In one embodiment, the
at least one attribute may be determined by indexing a map-
ping or attribute database (e.g., 170) using an identifier of the
at least one computer system (e.g., 110, 180, etc.). And in one
embodiment, the at least one attribute may be associated with
a web response to be executed at the at least one computer
system (e.g., what content to download and/or present, when
to download and/or present the content, how to download
and/or present the content, at least one computer system used
to download and/or present the content, etc.), where the web
response may be used to create a web experience. And in one
embodiment, step 530 may be performed by a management
component (e.g., 165 of computer system 110).

As shown in FIG. 5B, step 535 involves initiating execution
of'the web response at the at least one computer system (e.g.,
110, 180, etc.) based on the at least one attribute (e.g., deter-
mined in step 530). The web response may include one or
more operations of steps 540, 545, 550, or some combination
thereof. In one embodiment, step 535 may be controlled or
implemented by an execution component (e.g., 112 of com-
puter system 110, 182 of computer system 180, etc.). And in
one embodiment, the web response may be executed contem-
poraneously with the phone session (e.g., initiated in step
505).

Step 540 involves performing an authentication with the
web server (e.g., 140). The authentication performed in step
540 may be between the first computer system (e.g., 110) and
the web server, between at least one other computer system
(e.g., 180) and the web server, etc. The authentication may be
performed using at least one token provided by a management
component (e.g., 165) in one embodiment. And in one
embodiment, the authentication may be performed using at
least one token provided by a management component (e.g.,
165) to web server 140.

In one embodiment, authentication between the at least one
computer system (e.g., 110, 180, etc.) and the web server
(e.g., 140) may increase security of the data transferred
between the at least one computer system and the web server.
And in one embodiment, authentication between the at least
one computer system (e.g., 110, 180, etc.) and the web server
(e.g., 140) may reduce unauthorized access to content (e.g.,
145) downloaded from the web server (e.g., 140).

Step 545 involves automatically downloading content
from the web server (e.g., 140) to the at least one computer
system (e.g., 110, 180, etc.) using a data channel (e.g., 115).
The content may be downloaded in step 545 in accordance
with the at least one attribute (e.g., associated with what
content to download, when to download the content, how to
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download the content, what computer system or systems used
to download the content, etc.). And in one embodiment, the
data channel (e.g., 115) used to download the content in step
545 may be established or activated contemporaneously with
a voice channel (e.g., 130) used to conduct the phone call or
session in step 505. In this manner, the at least one computer
system (e.g., 110, 180, etc.) may contemporaneously com-
municate over a plurality of communication channels (e.g.,
data channel 115, voice channel 130, etc.) with at least one
other system (e.g., computer system 120, web server 140,
etc.), where the plurality of communication channels include
at least two types of communication channels (e.g., a data
channel, a voice channel, etc.).

As shown in FIG. 5B, step 550 involves automatically
presenting the content (e.g., downloaded in step 545) using
the at least one computer system (e.g., 110, 180, etc.). Pre-
sentation of the content in step 550 may include displaying
the content using a display device of the at least one computer
system, audibly rendering or playing using a speaker of the at
least one computer system, some combination thereof, etc.
The content may be displayed using a web browser of the at
least one computer system (e.g., 110, 180, etc.) in one
embodiment. The content may be presented in step 550 in
accordance with the at least one attribute (e.g., associated
with what content to present, when to present the content,
how to present the content, what computer system or systems
used to present the content, etc.). In this manner, more and/or
different types of content may be used to interact with a user
of the at least one computer system (e.g., in addition to con-
tent communicated over voice channel 130 and/or in addition
to launching of at least one application on the at least one
computer system as discussed with respect to steps 560 and
565).

Step 555 involves initiating a co-browsing session (e.g.,
between computer system 110, computer system 120, com-
puter system 180, some combination thereof, etc.) to allow
the computer systems (e.g., 110, 120, 180, some combination
thereof, etc.) to contemporaneously browse the content (e.g.,
145). The co-browsing session may be implemented in step
555 in accordance with U.S. patent application Ser. No.
12/210,463, which is incorporated herein by reference in its
entirety and for all purposes, in one embodiment. In this
manner, the users of the computer systems (e.g., 110, 120,
180, some combination thereof, etc.) may contemporane-
ously browse and/or interact with the same content, thereby
allowing additional assistance and/or content to be provided
to a caller (e.g., the user of computer system 110, computer
system 180, etc.).

As shown in FIG. 5C, step 560 involves accessing another
request at the at least one computer system (e.g., at execution
component 112, at execution component 182, etc.). The
request accessed in step 560 may be a request to launch at
least one application on the at least one computer system
(e.g., 110, 180, etc.). The request may be initiated by or
originate at computer system 120 (e.g., before communica-
tion to computer system 110) in one embodiment. Alterna-
tively, the request may be initiated by or originate at computer
system 110 and/or computer system 180 in one embodiment.

In one embodiment, the request accessed in step 560 may
be associated with at least one attribute (e.g., within attribute
database 170). For example, the at least one application to be
launched may be determined (e.g., by management compo-
nent 165) by indexing an attribute database (e.g., 170) using
an identifier of the at least one computer system (e.g., 110,
180, etc.). The at least one application to be launched may
then be encoded in or otherwise associated with the request
(e.g., using management component 165) such that a compo-
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nent of the at least one computer system 110 (e.g., execution
component 112, execution component 182, etc.) can deter-
mine or identify the at least one application to be launched on
the at least one computer system.

As shown in FIG. 5C, step 565 involves launching at least
one application on the at least one computer system (e.g., 110,
180, etc.) responsive to the request (e.g., accessed in step
560). For example, an execution component (e.g., 112, 182,
etc.) of the at least one computer system may automatically
initiate execution of at least one application on the at least one
computer system responsive to the request. In this manner,
more and/or different types of content may be used to interact
with a user of the at least one computer system (e.g., in
addition to content communicated over voice channel 130
and/or in addition to content presented as part of a web
response on the at least one computer system).

Step 570 involves concluding the phone call. Conclusion of
the phone call in step 570 may be initiated by the first com-
puter system (e.g., 110), the second computer system (e.g.,
120), another component of system 400, some combination
thereof, etc.

FIG. 6 shows exemplary computer system platform 600
upon which embodiments of the present invention may be
implemented. As shown in FIG. 6, portions of the present
invention may be implemented by execution of computer-
readable instructions or computer-executable instructions
that may reside in components of computer system platform
600 and which may be used as a part of a general purpose
computer network. It is appreciated that computer system
platform 600 of FIG. 6 is merely exemplary. As such, the
present invention can operate within a number of different
systems including, but not limited to, general-purpose com-
puter systems, embedded computer systems, laptop computer
systems, hand-held computer systems, portable computer
systems, mobile phones, tablet computer systems, e-readers
(e.g., capable of rendering an electronic document or book),
or stand-alone computer systems.

In one embodiment, computer system platform 600 may be
used to implement computer system 110, computer system
120, web server 140, computer system 160, web browsing
monitoring component 150, attribute database 170, some
combination thereof, etc. And in one embodiment, one or
more components of computer system platform 600 may be
disposed in and/or coupled with a housing or enclosure.

In one embodiment, depicted by dashed lines 630, com-
puter system platform 600 may include at least one processor
610 and at least one memory 620. Processor 610 may include
a central processing unit (CPU) or other type of processor.
Depending on the configuration and/or type of computer sys-
tem environment, memory 620 may include volatile memory
(e.g., RAM), non-volatile memory (e.g., ROM, flash
memory, etc.), or some combination of the two. Additionally,
memory 620 may be removable, non-removable, etc.

In other embodiments, computer system platform 600 may
include additional storage (e.g., removable storage 640, non-
removable storage 645, etc.). Removable storage 640 and/or
non-removable storage 645 may include volatile memory,
non-volatile memory, or any combination thereof. Addition-
ally, removable storage 640 and/or non-removable storage
645 may include CD-ROM, digital versatile disks (DVD) or
other optical storage, magnetic cassettes, magnetic tape,
magnetic disk storage or other magnetic storage devices, or
any other medium which can be used to store information for
access by computer system platform 600.

As shown in FIG. 6, computer system platform 600 may
communicate with other systems, components, or devices via
communication interface 670. Communication interface 670
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may embody computer-readable instructions, data structures,
program modules or other data in a modulated data signal
(e.g., acarrier wave) or other transport mechanism. By way of
example, and not limitation, communication interface 670
may couple to wired media (e.g., a wired network, direct-
wired connection, etc.) and/or wireless media (e.g., a wireless
network, a wireless connection utilizing acoustic, RF, infra-
red, or other wireless signaling, etc.).

Communication interface 670 may also couple computer
system platform 600 to one or more input devices (e.g., a
keyboard, a mouse, a trackball, a joystick, a pen, a voice input
device, a touch input device, etc.). In one embodiment, com-
munication interface 670 may couple computer system plat-
form 600 to one or more output devices (e.g., a display, a
speaker, a printer, etc.).

As shown in FIG. 6, graphics processor 650 may perform
graphics processing operations on graphical data stored in
frame buffer 660 or another memory (e.g., 620, 640, 645, etc.)
of computer system platform 600. Graphical data stored in
frame buffer 660 may be accessed, processed, and/or modi-
fied by components (e.g., graphics processor 650, processor
610, etc.) of computer system platform 600 and/or compo-
nents of other systems/devices. Additionally, the graphical
data may be accessed (e.g., by graphics processor 650) and
displayed on an output device coupled to computer system
platform 600. Accordingly, memory 620, removable storage
640, non-removable storage 645, frame buffer 660, or a com-
bination thereof, may be a computer-readable medium or
computer-usable medium and may include instructions that
when executed by a processor (e.g., 610, 650, etc.) implement
a method of interacting using content (e.g., in accordance
with process 300 of FIGS. 3A, 3B and 3C, in accordance with
process 500 of FIGS. 5A, 5B and 5C, etc.).

In the foregoing specification, embodiments of the inven-
tion have been described with reference to numerous specific
details that may vary from implementation to implementa-
tion. Thus, the sole and exclusive indicator of what is, and is
intended by the applicant to be, the invention is the set of
claims that issue from this application, in the specific form in
which such claims issue, including any subsequent correc-
tion. Hence, no limitation, element, property, feature, advan-
tage, or attribute that is not expressly recited in a claim should
limit the scope of such claim in any way. Accordingly, the
specification and drawings are to be regarded in an illustrative
rather than a restrictive sense.

What is claimed is:

1. A method of interacting, said method comprising:

responsive to a phone session between a first computer

system and a second computer system over a first chan-
nel, accessing a request for content at a third computer
system, wherein said request originates at said second
computer system, wherein said request is associated
with a web response, and wherein said web response
comprises a download of said content;

determining a fourth computer that is associated with said

first computer system; and

communicating said request from said third computer sys-

tem to said fourth computer system to initiate execution
of said web response, wherein said execution of said
web response comprises downloading said content from
a content provider to said fourth computer system with-
out user input using a second channel and displaying
said content on said display device of said first computer
system.

2. The method of claim 1, further comprising:

determining at least one attribute associated with said web

response; and
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communicating said request from said third computer sys-
tem to said fourth computer system to initiate execution
of'said web response in accordance with said at least one
attribute, wherein said web response comprises a display
of said content on a display device of said fourth com-
puter system.

3. The method of claim 2, wherein said fourth computer
system is determined based on said attribute.

4. The method of claim 1, wherein said determining a
fourth computer system comprises:

discovering computer systems that are in proximity to said

first computer system and that have an association with
said first computer system.

5. The method of claim 1, wherein said determining a
fourth computer system comprises:

setting said fourth computer system as a default to receive

content in association with said first computer system.

6. The method of claim 1, wherein said content provider
and said second computer system are associated with an
enterprise.

7. The method of claim 6, wherein said second computer
system is associated with a call center of said enterprise.

8. The method of claim 1, further comprising:

determining an application to be launched on said fourth

computer system in association with said first computer
system; and

communicating another request to said fourth computer

system from said third computer system to cause said
fourth computer system to launch said application.

9. The method of claim 8, further comprising:

receiving browsing history of said first computer system;

and

selecting said application based on said browsing history.

10. The method of claim 1, further comprising:

conducting said phone session as an interactive voice

response (IVR) session; and
determining said web response based on content from said
IVR session.

11. The method of claim 1, further comprising:

initiating a co-browsing session between said fourth com-
puter system and said second computer system to allow
said fourth and second computer systems to contempo-
raneously browse said content.

12. A non-transitory computer-readable medium having
computer-readable program code embodied therein for caus-
ing a computer system to perform a method of interacting,
said method comprising:

responsive to a phone session between a first computer

system and a second computer system over a first chan-
nel, accessing a request for content at a third computer
system, wherein said request originates at said second
computer system, wherein said request is associated
with a web response, and wherein said web response
comprises a download of said content;

determining a fourth computer that is associated with said

first computer system; and

communicating said request from said third computer sys-

tem to said fourth computer system to initiate execution
of said web response, wherein said execution of said
web response comprises downloading said content from
a content provider to said fourth computer system with-
out user input using a second channel and displaying
said content on said display device of said first computer
system.
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13. The computer-readable medium of claim 12, wherein
said method further comprises:

determining at least one attribute associated with said web

response; and

communicating said request from said third computer sys-

tem to said fourth computer system to initiate execution
of said web response in accordance with said at least one
attribute, wherein said web response comprises a display
of said content on a display device of said fourth com-
puter system.

14. The computer-readable medium of claim 12, wherein
said fourth computer system in said method is determined
based on said attribute.

15. The computer-readable medium of claim 12, wherein
said determining a fourth computer system in said method
comprises:

discovering computer systems that are in proximity to said

first computer system and that have an association with
said first computer system.

16. The computer-readable medium of claim 12, wherein
in said method said content provider and said second com-
puter system are associated with an enterprise.

17. The computer-readable medium of claim 12, wherein
in said method said second computer system is associated
with a call center of said enterprise.

18. The computer-readable medium of claim 12, wherein
said method further comprises:

determining an application to be launched on said fourth

computer system in association with said first computer
system; and

communicating another request to said fourth computer

system from said third computer system to cause said
fourth computer system to launch said application.

19. A system comprising a processor and a memory,
wherein said memory comprises instructions that when
executed by said system implement a method of interacting,
said method comprising:

responsive to a phone session between a first computer

system and a second computer system over a first chan-
nel, accessing a request for content at a third computer
system, wherein said request originates at said second
computer system, wherein said request is associated
with a web response, and wherein said web response
comprises a download of said content;

determining a fourth computer that is associated with said

first computer system; and

communicating said request from said third computer sys-

tem to said fourth computer system to initiate execution
of said web response, wherein said execution of said
web response comprises downloading said content from
a content provider to said fourth computer system with-
out user input using a second channel and displaying
said content on said display device of said first computer
system.

20. The system of claim 19, wherein said method further
comprises:

initiating a co-browsing session between said fourth com-

puter system and said second computer system to allow
said fourth and second computer systems to contempo-
raneously browse said content.
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